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Smooth ribbon pull-tight seal made from polypropylene with a unique profile. Features rolled heat staking for secure
metal spring insert and clear tamper evidence. Includes gripping spikes. Offers high breaking strength with a 500mm total
length, 390mm effective length, and ribbon width under 4mm—ideal for applications requiring extra length.

Technical Data

Recommended Applications Marking
Grain Tankers, Fuel Tankers, Bulk Feed Tanker, Print Option 1. Laser Prefixed & serially numbered - Stock Item
Dry Bulk Tanker, Interlink Truck, Rail & Sea Freight,
Containers Made-to-Order
Print Option 2. Laser up to 15 Letters
Material Print Option 3. Laser Logo
Polypropylene Print Option 4. Laser Logo/Text of 15 Letters + Barcode
Insert - Spring Stainless Steel
Working Length 390mm Minimum quantities, lead times & T&C’s apply
Strap Width: 3.8 mm
Average Breaking Strength: 40kg Colours
Matt Red, Pastel shades of Yellow, Blue & Green
Security Barcoding on White
Tamper Evident, Indicative Medium
Packaging
Removal Standard Packaging : 5 per mat and 1,000 seals per box
Cutting Box Weight & Dimensions : 8.3kg each, 55 x 37 x 31cm
@ White Matt Red Pastel Blue Pastel Yellow Pastel Green
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